LOCK NUT RUBBER BUSHING - SIZE AS

REQUIRED BY CABLE SIZE

THUMBSCREWS:

WIRE ENTRANCE CONDULET WITH
LOCK NUT & RUBBER BUSHING, TYPE AB

COVER PLATE

O o O O SET SCREW
ALL WIRES WILL BE TERMINATED
BALANCE ADJUSTER ‘ TO THE CONNECTOR BLOCK
TERMINAL BLOCK
(ALL 18)
USE ROUND BAR -] N
SPACER ONLY <C [Hesseorseswsonacnoosn ~

TO CONTROLLER
OR NEXT HEAD

WIRE ENTRANCE CONDULET A\
WITH LOCK NUT & RUBBER
BUSHING. (SEE ABOVE)

MULTI-CIRCUIT CONNECTO
(JONES PLUG - -

DETACHABLE HUB & — c—
PLATE

@ g TO SIGNAL HEADS

PROVIDE 7 1/2 FT. MIN. HARNESS

\
]_ ]_ 8CY LENGTH (ALL HEADS)

WIRE ENTRANCE CONIULET
WITH LOCK NUT & RUBBER
BUSHING. (SEE ABOVE)

THREADED FOR 1 1/2" PIPE
SET SCREW EACH SIDE

DISCONNECT HANGER
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